REVISION DESCRIPTION DRAWN / DATE REVIEWED / DATE | APPROVED / DATE
First issued 0SS/20120328 | JCS/20120328 | LYH/20120328
Applicable Fluid Air Single +1.0%FS. Drawing arrangement KDH/20130214 | JCS/20130214 | LYH/20130214

- - Linearity
Acting Type O Single | 0 Double Double 1207 FS. Company name changed | KSH/20191024 | KCH/20191024 | KTJ/10191024
Input Signal 4 ~ 20 mA DC Hysteresis +1.0% F.S. A

Impedance 25015 02 4 | Single 10.2% F.S.
Sensitivity
Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar) Double 10.5% FS.

Stroke 35 ~ 100° Repeatability 10.5% F.S. o
Conduit entry, Flow Capacity > 80 LPM (Sup.=0.14MPq, 1.4bar) - N
Ar Connection, /2 NPT, 1/4 NPT, 1/8 NPT Air Consumption < 2.5 LPM (Sup.=0.14MPg, 1.4bar) .| Part name Material O roto SE/P F;OS ITIONER O
Gauge Connection , Www.ytc.co.kr

Ingress Protection TYPE 4X Base cover ALDCT2 L + YT-1000 RDAT 35500

. MODE
Explosion Protection Type Class I, Division 1, Groups C, D; Weight 2.8kg (6.2 Ib) Pressure gauge STS304 EIPLOSON PRO0F L1 D1, Gps G TS / CLIII, Div 1, Grps EF.G TS
Class Il 1l Division 1,6roups E, F, 6 Feedback O MB:G4L | I M6x63L Base body ALDC12 INPUTSNAL 4~ 20mA 0C (Extemol Fuse < 62m4) <>
Operating Tem =20°C ~ 70°C (=4 ~ 158F) P O NAMUR ABENTTEWP. <20 ~ UG (~4 ~ 140TF)
perating temp. connection type O M8x34L O M8x63L Junction box ALDC12 SUPPLY PRESSURE £ 0.14 ~ 0.7 NPa (1.4 ~ 7 bar) WD)

Ambient temperature - - - - SERIALNUMBER 3 $1210001 / 2019.12
lemp =20C ~ B0°C (=4 ~ 140°F) Housing Material Aluminum Main shaft STS303 Fork lever or NAMUR
of explosion proof

Specification

O Gimpo-si, Korea
R Rotork YTC Ltd. Made in Korea

FM Explosion proof name plate
SCALE 3/1

17.9

|
2-MBx1.25P 4-MBx1.25P

(=
=

T oL

HANOLLISOd
oRwwmeug-onsem

TEEETT

435 265, 33
(@)

2-Conduit entry
1/2 NPT

M6 or M8 TAP

_Fork Ie\;er_type - N -
e PROJECT NAVE

Fork lever -
SURFACE TEXTURE PRODUCT NAME

E/P Positioner TOTOIIE Rotork YTC Limited
GIMPO-S1 , KOREA

YT-1000R TME  Junction box type + Rotary
VATERIAL PROJECTION Positioner drawing(FM)
Jrd DRAWING NO. REV.

OTHERWISE NOTE_| GENERALFEEERANCE | QUANTITY 1 S YT—1000R=02 9
1 2 S 4 5 6 7 Rotork YTC—AS

FINISH TREATMENT MODEL

2019.01.23




