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Specification

_@ Applicable Fluid Air | Single +1.0% FS. ¢
Linearity

Acting Type O Single | O Double Double 12.0% F.S.
Input Signal 4~ 20 mADC Hysteresis +1.0% F.S.

] @ Impedance 25041582 Sensitity Single 10.2% F.S.

Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar) Double 10.5% F.S.
Stroke 55 ~ 100" Repeatability 10.5% FS.
> 80 LPM (Sup.=0.14MPa, 1.4bar)
< 2.5 LPM (Sup.=0.14MPa, 1.4bar)

Conduit entry, G1/2, G1/2, 61/2, M20x1.5P,|  1/2 NPT, || Flow Capacity

Ai Connection, ~ |CIRe 1/4, | D1/4 NPT, (TG 1/4, | D1/4 NPT, | T31/4 NPT, | 43 Consumption
A Gauge'Connectlon Re 1/8 . 1/8 NPT .1 /BNPT | 1/8 NPT . 1/8 NPT Ingress Protection P66

Supply ork lever Explosion prsciofd d DNon—EproT;n | ?OKCS; (S'XCIG( "i T C1b5|8|':'F) NEPSI - Exia IC T6 Go| [y oy 27k (6.1 1)

(Rc 1/4,G 1/4,1/4 NPT) Operating o , : Feedback 07 MBx34L 0 M6x63L

High O -20 ~ 120°C (-4 ~ 248F) connection type

Temp. 40~ 70C (40 ~ 1587) ] MBx34L ] MBx63L
Out1 Low 0 40 ( ) Housing Material Aluminum

Ambient temperature KCs: =40 ~ 70°C (-40 ~ 158°F
(Re 1/4,61/4,1/4 NPT) NEPSI : ~20 ~ 60°C (~4 ~ 140°F)

of explosion proof

0 NAMUR D

Part name Material Remark
Base cover ALDC12
Pressure gauge STS304
Base body ALDC12
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i | IA Connector ALDC12 .
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Main shaft STS303 Fork lever or NAMUR

PROJECT NAME

PRODUCT NAME °
E/P POSITIONER FOTONIE Rotork YTC Limited
GIMPO-SI , KOREA

YT-1000R TITLE IA Connector + Rotary

_ - - PROKECTON,  [SCRLE Positioner drawing
Fork lever type drd /3 RGO, REV.

Ny YT-1000R-03 | 3
—— Rotork YTC-A3

P
M6 or M8 Tap

MODEL
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