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SPECIFICATIONS

Acting Type

[] Single 2 solenoid valves

[] Double 4 solenoid valves

Power Supply

24VDC £ 10%

Input Signal

0~20mA / 4~20mA / 0~5V / 0~10V

Residual Ripple

10%, Not Industrial DC

Power Consumption

<AW

Output Signal

4 ~ 20mA

Supply Pressure

0 ~ 0.7MPa (0~7bar)

Fail Option (Power)

(] Fail Freeze | [J Fail Safe

Flow Capacity
(Sup.=0.6MPa)

(] 20LPM

(] 50LPM

Options

[J None | [ Internal Position Transmitter

Air consumption

0 LPM

Filterring Size (particle size)

5 Micron

Air Connection

G 1/8 (@6mm tube)

Operating Temp.

-10 ~ 60°C (14 ~ 140°F)

Conduit

2-M16 x 1.5P (with screw terminals)

Stroke

5 ~ 40mm

Ingress Protechtion

IP67

Body Material

PPS

o B
<~

Cover Material

PC (Transparent)

Weitght

750g (1.7 Ib)

NO. PART NAME

MATERAL QTY | REMARK

BASE COVER

PC

BASE BODY

FEEDBACK SHAFT

1
PPS 1
STS303, ACETAL 1

PROJECT NAME

SURFACE TEXTURE

PRODUCT NAME
TOP MOUNTED POSITIONER

FINISH TREATMENT

MODEL TMP-3000

TOTONIE Rotork YTC Limited
GIMPO-SI , KOREA

MATERIAL

PROJECTION SCALE

TME TMP-3000 Standard
Postioner drawing
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