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SPECIFICATIONS(POSITIONER) Operating Standard O -20C~ 70°C (-4 ~ 158F)
Temp. High 0 -20C ~ 120°C (-4 ~ 248F)
Applicable Fluid Air Low 0O -40°C ~ 70°C (40 ~ 158F) C
Acting Type O Single | O Double Ambient temperature
Input Signal 4 ~ 90 mA DC of explosion proof

Impedance 25011582 . .| Single +1.0% F.S.
Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar) Linearity (5 uole 120%FS.
Stroke 0~ 90 Hysteresis 11.0% F.S.

Conduit entry, 61/2, | 61/2, | G1/2, | W2ox15P 1/2NPT|[ o o | Single +0.2% FS.
Air Connection, ORc 1/4, |O1/4NPT,|OG 1/4, [O1/4 NPT, | O11/4 NPT, Y Double +0.5% F.S.
Gauge Connection Rc 1/8 1/8NPT| 1/8NPT| 1/8NPT| 1/8NPT 105% FS

O C:ExdItT DIM:ExdombIBTS G ] 1aie Consumption 2.5 LPM (Sup.=0.14MPa)

Supply Explosion Protection |3 X+ Ex dmb IB TS O H:ExdmbICTE6b | e, Capacity 80 LPM (Sup.=0.14NPo)
O A: Class |, Zone 1, Ex d m IIB T5(CSA) ingress Protection P66 D

(Re 1/4, G 1/4, 1/4 NPT) Type : :
03 A< CL L Div 1, Gps G5 / CLILIL Div 1, Gps EFG TS (M) | Py 28kq (6.2)
Out] DI E: 1Exdmb IB T5 Gb X 0 Vexl34 ] M6xL63

(Rc 1/4,G 1/4,1/4 NPT) O MBxL34 O MBxL63
Material ALUMINUM DIECASTING

See certificates or product manual

Repeatability

Actuator Shaft O NAMUR

PRESSURE GAUGE STS 304
CONNECT LEVER ASSYY | STS 303
JUNCTION BOX ALDC12
COVER BASE ALDC12
BODY BASE ALDC12 F

NO. PART NAME MATERIAL REMARK

FORK LEVER or NAMUR

PROJECT NAME
PRODUCT NAME ®
/P POSITIONER FOTOFIE Rotork YTC Limited
GIMPO-SI , KOREA

YT-1000R TE  ELECTRO PNEUMATIC ROTARY
MATERIAL PROJECTION SCALE POSITIONER ASS'Y DWG (STANDARD)

FORK LEVER TYPE 3rd 1/ 3 [ormng wo: REV.

OTHERWSE NOTE | CHBASIORAALE | QURNTI ST ¥e 0 1 YT—1000R STANDARD | 10
Rotork YTC-A3

SURFACE TEXTURE

M6 or M8 TAP
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