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Remark
Signal, 0.2MPa
Out1, 0.8 MPa

Material
STS304
STS304
STS304
ALDC12

Part name

Pressure gauge
Pressure gauge
Bracket
Bracket block

Main shaft STS303
Adapter STS303
SPTM-5V -
ALDC12
ALDC12

Specifications (SPTM-5V External) Specification (Positioner)

Smart Position Transmitter
2 Wire
55 ~ 100°
gwp |  DONolCD
4 ~ 20 mA DC
Rext < (Vs=9) / 20mA, 750 ohms @Vs = 24V
9 ~ 28V DC
G1/2
Non-Explosion
IP 67
-40 ~ 85C (-40 ~ 185°F)
1% F.S.
10.2% FS.
10.2% F.S.
Aluminum
0.6kq (1.3 Ib)

Applicable Fluid
Acting Type
Input Signal
Supply Pressure
Stroke

Air Connection,
Gauge Connection

QOperating | Standard
Temp. Low
Signal

Connection Type
Input Stroke

LCD Option

Output Signal
External Load Resistance
Supply Voltage
Conduit Entry
Explosion Proof
Ingress Protection
Ambient temperature
Linearity

Hysteresis
Sensitivity

Housing Material
Weight

O Single | O Double C
002 ~ 0.1MPa_(0.2 ~ Tbar)
0.14 ~ 0.7MPa (1.4 ~ 7bar)

55 ~ 100’

Gauge connection
(Rc 1/8, 1/8 NPT)

Base cover Rec 1/4, 1/4 NPT,

U pe1/8 O 4/g npr
O -20°C ~ 70°C (-4°F ~ 158°F)
O -40°C ~ 70°C (—40°F ~ 158°F)
0.2MPa
[ 0.8MPg : Standard
[0 0.4MPq : Option
1£2.0% F.S. D
£1.0% F.S.
10.5% F.S.
10.5% F.S.
> 80 LPM (Sup.=0.14MPa, 1.4bar)
< 2.5 LPM (Sup.=0.14MPaq, 1.4bar)
Ingress Protection IP66
Weight 1.7kq (3.1 Ib)
Feedback O MBx63L
connection type O] M8xB3L
Aluminum

Base body

Pressure
Gauge

Output 1

Linearity
Hysteresis
Sensitivity
Repeatability
Flow Capacity
Air Consumption

O Méx34L
] M8x34L
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