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Part name Material

Pressure gauge | STS304
Pressure gauge | STS304
Bracket STS304
Bracket block ALDC12
Main shaft STS303
Adapter STS303
YT-870 -
Base cover ALDC12
Base body ALDC12

Vodel Y1-870 Specification (Positioner)
Mechanical Switch(2 x SPDT) Applicable Fluid A

SS56L (OMRON) Acting Type O Snge | O Double C

Limit Switch e 250V 34, 125V 5A Input Signal 0.02 ~ 0.1MPa_(0.2 ~ 1bar)
Switch | Rating | pe 250V 0.2A, 125V 0.4A, 30VDC 4A, Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar)
14VDC 54, 8VDC 5A Stroke o 100

Terminal 8 Point Air Connection, O Re 1/4, O 1/4 NPT,
input Type 2 Wire Gauge Connection Re 1/8 1/8 NPT

Operating | Standard [ -20°C ~ 70°C (-4°F ~ 158°F
VY] - 9] pereng ( )

] Load Resistance R< AED Temp. | Low O -40°C ~ 70°C (—40°F ~ 158°F)
m
SPTM Signal 0.2MPa

Option
Supply Voltage 9~28V DC Ems”“ 0 0.8MPa : Standard
Noise Range 50mV p.p ouge | Output | [ 0.4MPa : Option

Ingress Protection IP67 Linearity 12.0% F.S. D
Flameproof enclosure: KCs, ATEX, IECEx, CSA. Hysteresis +1.0% F.S.
Refer to certifications for details. Sensitivity +0.5% FS.

Ambient Temp. ~20 ~ 60C (=4 ~ 140F) Repeatability $05% FS.
(Rc 1/4, 1/4 NPT) H Condalt onty 3t Flow Capacity > 80 LPM (Sup.=0.14MPa, 1.4bar)

Air Consumption < 2.5 LPM (Sup.=0.14MPaq, 1.4bar)
Ingress Protection IP66
Weight 1.7kg (3.1 1b)
_ Feedback O M6x34L O M6x63L
- 5\\ connection type 0] M8x34L 0 VBx6L O NAMUR

Housing Material Aluminum
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2-Conduit entry
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Switch Type

Gauge connection
(Rc 1/8, 1/8 NPT)
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Explosion Proof

Housing Material Aluminum
NAMUR shaft type Weight 1.5kg (3.3 Ib)
Fork lever type - -

FINIH TREATHENT MODEL
- YT-1200R + YT-870 [TIE Fyplosion proof, External L/S +
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