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Signal port

SPECIFICATIONS

6-BOLT(M8x40, HH, STS304)

Max. Supply Pressure 1 MPa (10 bar)
Max. Signal /Output Pressure 0.7 MPa (7 bar)
Signal /Output Pressure Ratio 1:1

Exhaust
Output C

Supply/Out Connection 3/4 NPT
Signal Connection 1/4 NPT
Linearity + 1%(F.S.)
0 —20 ~ 70 °C (—4~158F)
Ambient Temperature (] -20 ~ 120 °C (—4~248°F)
O -40 ~ 70 °C (-40~158F)
Housing Material Aluminum
Weight 1.9kg(4.2 Ib)

Flow Capacity(Cv)

Supply port
3/4 NPT

PART NAME MATERIAL QTY REMARK

BOLT ADJUST STS303
COVER BASE ALDC12

1
1
NBR 2 STANDARD
2
1
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DIAPHRAGM

SILICONE HIGH, LOW TEMP.
RING EXHAUST ALDC12
BODY BASE ALDC12

PROJECT NAME

SURFACE TEXTURE PRODUCT NAME

VOLUME BOOSTER FOTOXIE Rotork YTC Limited
FINISH TREATMENT MODEL YT-310 GNPO-SI, KOREA

TE )
MATERIAL PROJECTION | SCALE w_ 310 Standard drawi ng

OTHERWISE NOTE | GENERAL TOLERANCE | QUANTITY b SHEETN1 /2.5 DRAWING NO.
- - | > YT-310-01
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