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1. Conduit M20x1.5P and 1/2 NPT
are adapter type.

This plug will be replaced
with a pressure gauge
for double acting type.

This plug will not be attached
for double acting type
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Connector (Male)
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3-Re 1/4, 1/4 NPT, G 1/4
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Specifications (Feedback Module)

Input Type

2 Wire

Output

4 ~ 20mA DC

Noise Range

S50mVp.p

Protection

P66, Type 4X(FM)

Stroke

10~150mm

O 10~40mm

O 20~70mm

Lever Type

O 50~100mm

O 100~150mm

Operating Temp.

-55 ~ 120°C (-67 ~ 248°F)

Material

Aluminum

O 10m

Cable length

O 20m

Weight

0.6kg(1.2 Ib)

Specifications (Positioner)

Acting Type

[ Single

| O

Double

Input Signal

4 ~ 20mA DC

Impedance

Max. 500 Ohm/20mA DC

Supply Pressure

0.14 ~ 0.7MPa (1.4 ~ 7bar)

Explosion Proof

[] Non—Explosion

(] Exia ICTS/T6 ...

Operating Temp.

[J-30 ~ 85C (-22 ~ 185'F)

0 -40 ~ 85C (~40 ~ 185F)

-55 ~ 857C (—67 ~ 185°F) Only TRCU

Explosion Ambient Temp.

~40 ~ 60°C(T5) / —40 ~ 40°C(T6)
55 ~ 60°C(T5) / ~55 ~ 40°C(T6) Only TRCU

Linearity

10.5% F.S.

Hysteresis

10.5% F.S.

Sensitivity

10.2% F.S.

Repeatability

10.3% F.S.

Conduit entry,
Air Connection,
Gauge Connection

G1/2,
ORe 1/4, |O1/4
Re1/8 | 18

G172,

G1/2,
NPT,| 3G 1/4,
NPT 1/8NPT| 1/8

W20¢1 5P,
O3 1/4 NPT,| 3 1/4 NPT,

/2 NPT,

NPT| 1/BNPT

Air consumption

Below 2LPM (Sup.=0.14MPa, 1.4bar)

Flow Capacity

70LPM (Sup.=0.14MPa, 1.4bar)

Enclosure

IP54

MPU

16 bit Micro Controller

Board

Main A/D Converter

12 bit

D/A Converter

12 bit

Output Characteristics

O Linear

[J Quick open

CJEQ%

J User set (5 or 18 point)

Material

Aluminum

Weitght

2.2kg (49 1b)
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Smart positioner
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