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Specifications A

Acting Type [ Single | (] Double

Input Signal 4~ 20mA DC

Impedance Max. 450 Ohm/20mA DC

Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar)

Explosion Proof Ex d IIC T6/T5

Stroke 55 ~ 110

[J-30 ~ 85 (=22 ~ 1857) [ 140 ~ 85C (~40 ~ 1857)
[1-55 ~ 85°C (-67 ~ 185°F) Only TRCU

NEPS], ATEX, [ECEx |16 : 40 ~ 70'C (~40 ~ 158F) J}} o
2—Conduit entry, G 1/2, 1/2 NPT, M20x1.5P FM, CSA, INVETRO | T5 : 40 ~ 80°C (-40 ~ 176°F)

(-

- - o . . 76 : —40 ~ 70°C (-40 ~ 158F)
During connecting cable or conduits, it is necessary to Explosion Ambient Temp. KCs 5 —40 ~ 85C (~40 ~ 165T)
(-

-

Operating Temp.

follow flame—proof certified procedure or flame—proof ; :
o . . 6 . —55 ~ 70°C (=67 ~ 158F)
certified cable gland or flexible coupling. TRCU T5: =55 ~ 80C (67 ~ 176T)

Earth (External, Internal) =i Linearity £0.5% FS.

1. Minimum Size Wire Tmm or18AWG. | Hysteresis 10.5% FS.
2. M4x3L, 0.7P Round Head Screw Sensitivity 10.2% FS.

3. M4 Spring washer . Repeatability £0.3% 5.
I _@ R .
@ F

Conduit entry, G1/2,{ G1/2, G1/2, | MOPLS| 1/2NPT,
Air Connection, CIRe 1 /41 /ANPT, DG 1/4, [I1/ANPT, T 1 /4NPT,
Gauge Connection Rc1/8] 1/8NPT| 1/8NPT| 1/BNPT| 1/BNPT
Air consumption Below 2LPM (Sup.=0.14MPa, 1.4bar)
Flow Capacity 70LPM (Sup.=0.14MPa, 1.4bar)
Protection IP66
) MPU 16 bit Micro Controller
B“"Ocz’r‘ . [A/D Converter T2 bt

D/A Converter 12 bit
[Jlinear (] Quick open
(JEQ% O User set (5 or 18 point)
Housing Material Aluminum
Weitght 3.4kg (7.5 Ib)

Out2
' ) : , 0 M6x34L L] M6x63L
Re 1/4, 1/4 NPT, Feedback connection type SIER O3 VBl [J NAMUR

C1/4 o~ Feedback lever STS304

Pilot cover ALDC12
Manifold ALDC12
o \idiliZs Terminal cover ALDC12

NAMUR SHAFT TYPE y Base cover ALDC12
Out1 -

Base body ALDC12

Rc 1/4, 1/4 NPT, G 1/4 : . Part name Material Qty Remark
T PROJECT NAME

Output Characteristics

SURFACE TEXTURE PRODUCT, NAVE .
Supply ME or M8 Tap Smart positioner FOTONIE Rotork YTC Limited

Rc 1/4, 1/4 NPT, G 1/4 FINISH TREATMENT MODEL YT-3400 T GAF- S, OREA

LEVER FORK TYPE y — OGO TSGAE Rotary standard drawing

OTHERWISE NOTE | GENERAL TOLERANCE | QUANTITY Bl SHEET N 1/3 DRAWING NO.
- - | " YT-3400R-01

1/1
1 2 3 4 5 6 / Rotork YTC—AJ3
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