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This plug will be replaced with a pressure gauge
for double acting type.

Specifications

Acting Type OsSinge | [JDouble
Input Signal 4 ~ 20mA DC

Lever type impedance Max. 450 Ohm /20mA DC
Standard Adapter Supply Pressure 0.14 ~ 0.7MPa (1.4 ~ 7bar)

L1 10~40mm L1 16~30mm Explosion Proof Ex d IC 15,76
7 20~100mm O 16~30mm Stroke 10~ 150mm

[J 90~150mm 01 16~100mm dourating T [1-30 ~ 85C (-22 ~ 185°F)
- [ 90~150mm perating femp. (140 ~ 85°C (—40 ~ 185°F)
ATEX. IECEx | 162 —40 ~ 70°C (<40 ~ 15BF

)
Earth (External, Internal) olos

N dl, M B . plosion Proof FM, INMETRO | T5 : 40 ~ 80°C (-40 ~ 176F)

. Minimum Size Wire 1mm or18AWG, _2~Conduit entry, G 1/2 Ambient Temp. T6: —40 ~ 70C (40 ~ 1567)

(40 )

2. M4*5 0.7P Round Head Screw During connecting cable or conduits, it is necessary to KCs e o~ a (0~ 1857
3. M4 Spring washer follow flame—proof certified procedure or flame—proof Cineoriy ib 5% FS.
certified cable gland or flexible coupling. 0ut? Hysteresis i0.5? F.S

/ Re 1/4,1/4 NPT Sensitivity $0.2% FS,

Repeatability 10.3% F.S.
Conduit entry, G1/2, G1/2, C
D This plug will not be attached Air Connection, [ Re 1/4, 1 1/4 NPT,

for double acting type. Gauge Connection Re 1/8 1/8 NPT
Air consumption Below 2LPM (Sup.=0.14MPa, 1.4bar)

Flow Capacity 70LPM (Sup.=0.14MPa, 1.4bar)
Out1 Protection IP66
¢ 1/4,1/4 NPT | MPU 16 bit Micro Controller
BMOGG': . [A/D Converter 12 bit
D/A Converter 12 bit
- [(JLlinear | [J Quick open
Qutput Characteristics OEQ% O User set (5 or 18 point)| || D

o VAR Supply S A
Housing Material Aluminum
Rc 1/4, 1/4 NPT -
Standard lever type / g Weitght 3.56kg (7.9 Ib)

Adopter Iever type Feedback lever STS304
Pilot cover ALDC12

1
1
Positioner Manifold ALDC12 1
1
1
1

4-M6 Tap Out1 plug

. —— Terminal cover ALDC12
T : Base cover ALDC12

Base body ALDC12

— \ S il | .| Part name Material Qty Remark
LA ﬁf\' PROJECT NAVE

SURFACE TEXTURE PRODUCT NAME

Smart positioner rotorl(: Rotork YTC Limited
GIMPO-SI , KOREA
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