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M%bmm Specifications
B
/ YT-405

ltem. type

O  Single | O Double
Max. 1 MPa (10 bar)
0.14 ~ 0.7 MPa (1.4 ~ 7 bar)
Below 0.01 MPa (0.1 bar)
Flow capacity(Cv) 0.9
Standard| [ =20 ~ 70 °C (-4 ~ 158F)
Ambient temperature High 0 20 ~ 120°C (-4 ~ 2487)

©, .
e ] Low 0 -40 ~ 70 °C (-40 ~ 158F)
©

Max. supply pressure

Mounting bracket |v|
/ Signal pressure setting range
Hysteresis
L2

% AiV

\
Signal port s

Arctic O -50 ~ 70 °C (-58 ~ 158'F)
Air connection 1/4 NPT

Stainless steel 316
T3kg(220) | 15kq(33)

Housing material

OUT ] Weight

_»

Part name Material Q'ty Remark
Adjust shaft STS316 1
Mouting nut (M14x1.0P) STS316 1
Base cover STS316 1

NBR 2 Standard

Silicone 2 | Low/High/Arctic temp.
1
1
1
1
1

Diaphragm

Exhaust ring STS316
Single base body STS316
Upper base bady STS316
Lower base body STS316

Plug STS316

PROJECT NAME

TOTOIIE Rotork YTC Limited
GIMPO-SI , KOREA

YT-405 TE ,
MATERIAL PROJECTION SCALE St(]lrﬂeSS Steel J[ype drdwmg
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SURFACE TEXTURE PRODUCT NAME

Lock up valve
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Rotork YTC—A3



