REVISION DESCRIPTION DRAWN / DATE REVIEWED / DATE | APPROVED / DATE
First issued MDK/20120118 | JCS/20120118 | LYH/20120118
Drawing arrangement KSH/20190510 | KCH/20190510 | KTJ/20190510
Drawing arrangement 0SS/20190927 | KCH/20190927 | KTJ/20190927

2-M8x1.25P

Specifications

ltem. type YT-530 Single
Max. supply pressure Max. 1 MPa (10 bar)
Signal pressure setting range 0.14 ~ 0.7 MPa (1.4 ~ 7 bar)
Hysteresis Below 0.01 MPa (0.1 bar)
Flow capacity(Cv) 1.8 C
Standard| O -20 ~ 70°C (-4 ~ 158 °F)
High 0 -20 ~ 120°C (-4 ~ 248°F)
= = = /=N P=\'=Y Low | OJ 40 ~ 70 C (=40 ~ 158 F)
i R Arctic | 0 —50 ~ 70 °C (~58 ~ 158 )
| B, C port : Input / Output connection 3/8 NPT
2-3/8 NPT - 0 Signal connection 1/4 NPT
I Housing material Aluminum
Weight 15 kg (3.3 1b)
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Part name Material ' Remark ’
Adjust shaft STS303
Nut (M10x1.0P) STS304
Base cover ALDC12
Exhaust ring ALDC12
) NBR Standard
Diaphragm — - -
Silicone Low/High/Arctic temp.
Base body-1 ALDC12
Lower body—1 ALDC12
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