REVISION DESCRIPTION DRAWN / DATE REVIEWED / DATE APPROVED / DATE
First issued HSS/20081009 | JCS/20081009 | LYH/20081009
Earth (External, Internal) Operating temp. added | KSH/20170808 | JCS/20170808 | KTJ/20170808

1. Minimum Size Wire 1mm* or 18AWG. : = D Sptm speciication added | KSH/20180525 | JJS,/20180525 | KTJ/20180525
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%kﬁ gl[;rir?g Vlz\)loiﬁgpd fead Screw Specifications revised KCH/20191021 | JJS/20191021 | KTJ/20191021 A

Specifications

Model [ ]YT-870M [ ]Y1-870P []yr-870D
Mechanical Switch(2xSPDT) | Inductive Proximity Sensor x2 | Mechanical Switch(2xDPDT)
L] (]

) <Standard> | <Option>
Switch Type SS56L PS17-50NU | NJ2-V3-N DZ-10G-1B

(Omron) (Autonics, | (P&F, (Omron)
NPN type) | NC type) B

250V 3 _ B

. 125 or 250V 10A
Indicator cover(PC) Switch 125V 54

Rating 250V 0.2A 125V 0.4A, 125V 0.5, 250V 0.25
30V 44 14V 58, BV 5A [ 12°24VDC| BVDC e A, 8V 3A

Terminal 8 Point 8 Point 12 Point

Connection Type 2 wire

Vs[V] - 9[V]
1[mA]

Sptm in Supply Voltage 9~28V DC
Noise Range 50mV p.p

] Load Resistance R<

Ingress Protection IP67

Explosion Proof ExdIICT6

Ambient Temp. =20 ~ 60°C(—4 ~ 140°F)

Condhit Entry O 2-3/4NeT [0 2-63/4 [0 2-M2ox15p [ 2-1/2 NPT
Mounting Bracket NAMUR VDI/VDE 3845, IS0 5211

Material Aluminum

2-Conduit, 3/4 NPT, ; :
G 3/4, M20x1.5P, 1/2 NPT LA Reignt 15 (5.3 1)
During connecting cable or conduits, it is necessary to
follow flame—proof certified procedure or flame—proof D
certified cable gland or flexible coupling.
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6 Name plate STS304P 1
5 Main shaft STS303 1
4 Base body ALDC12 1
3 Base cover ALDC12 1
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Indicator cover PC(Poly carbonate)
Indicator ABS

- No. Part name Material Qty Remarks

D E-|— A| I_— A PROJECT NAME

SURFACE TEXTURE PRODUCT NAM]E ) ) v
Limit switch box YI'C YOUNG TECH CO., LTD.
FINISH TREATMENT MODEL GHPO-S , KOREA

Y1-870 TITLE ;
MATERIAL PROJECTION | SCALE Standard drawing

OTHERVISE NOTE_ |G T SHEETN1 / 25 R o, REV.
RALFOLERA ]
_ | [T YT-870-1

1/1
1 2 3 4 5 6 7 YTC-A3

2016.07.12




